
TRACKING TUNNEL ASSEMBLY INSTRUCTIONS 
 

1. Cut a corregated plastic sheet along the flutes to give two pieces as follows (these come already 

supplied if you have purchased The Mammal Society Footprint Tunnel Kit): 

 

Sheet A = 210 x 900 mm - This piece will make the tracking plate. 

Sheet B = 1020 x 915 mm - This will make the tunnel. 

 

2. To make the tunnel: take Sheet B, and measure 4 equal sized columns each 25cm wide, giving 

4 panels. The sheet can then be folded into a triangular section tube with the 1st (Left Hand 

Side) and 4th (Right Hand Side) panels fully overlapping. 

3. To stick the tunnel together: open it out, and along the long edge of the inside face of the 1st 

panel, stick three self-adhesive Velcro pads (hooks), two at each end, the third in the middle. 

Place the corresponding loop Velcro pads on to their mates leaving the adhesive backing 

exposed. Then, fold the sheet back to its triangular formation, make sure the ends of the tube 

are flush, and press firmly over the Velcro pads so the loop pads on the 1st panel stick to the 

hook pads on the back of the 4th panel. When pulled apart, the Velcro pads will separate and 

remain stuck to their panels so that the tunnel can be collapsed and re-assembled repeatedly. 

4. To fix the tracking plate to the tunnel: stick two Velcro pads (hooks) on the bottom of sheet A. 

Attach the mating loop pads to the hook pads. Align the tracking plate centrally over the inside 

face of the 3rd panel on Sheet B (the ‘floor’ panel) with the Velcro pads facing downwards, press 

down over the Velcro pads. You can remove the tracking plate by pulling apart the Velcro.  

5. To prepare the tracking paper: Take four paper clips, and insert their smaller loops into the 

flutes of the tracking plate plastic, two at 45mm from the short end of the plate, and two at 

320mm. The long loops of the paper clips will be on top of the tracking plate, so the A4 paper 

can be secured at each corner. Do this for one piece of paper at each end of the tracking plate. 

6. To prepare the ink: Apply two 100mm wide strips of masking tape across the tracking plate 

adjacent to the innermost edge of each sheet of paper, overlapping by 1cm. Mix the powder 

paint and oil, and apply a layer to the two strips. A gap of approx. 6cm should remain at the 

very centre of the tracking plate between the two sheets of paper, where bait will be laid. 
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